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Product Change 

Modifications perma ECOSY  

PCN-No.: 

2005-01-00 

Date: 

19.05.2020 

Description of change:  

Extended language offer, modification of designations for operating modes, change of pump 
compartment cover. 

Details:  

 
Extended language offer perma ECOSY: 
To further increase user comfort, perma now offers 5 additional menu languages for perma 
ECOSY. 
 

Currently available languages Extended language offer 

German German 

English English 

 French 

 Czech 

 Italian 

 Spanish 

 Dutch 

 
 
Modification of designations for operating modes: 
 
In order to harmonise the terminology within the perma product range, the designations for 
operating modes were modified as follows: 
 

OLD NEW Function 

Time controlled TIME 
perma ECOSY operates self-sufficiently (purely on a 24 h 
basis). 

Permanent 
signal 

CONTROL 
Only the machine’s „ON“ time is taken into consideration. To 
this end, the machine sends a corresponding signal.  

Sensor mode Sensor 
Only the machine’s „ON“ time is taken into consideration. This 
parameter is sent by the machine via the ECOSY control 
sensor (Art. No. 109401). 
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Change of pump compartment cover: 
 
In future, the perma ECOSY pump compartment cover will have a matt surface without 
perma logo.  

 
 
 

Products affected:  

All perma ECOSY products, Art. No. 101701, Art. No. 113072 
und Reparaturen 

 
Effective date: 

Probably from calendar week 22/2020 

Remarks: 

-  
 

OLD NEW 


